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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.

Generated on 8/28/2009 4:23:28 PM Page 2 / 10



Grace Wrobel
4005 North Federal Highway
Suite 200
Ft. Lauderdale, FL 33308 USA

Toll-free 888-208-1153
Tel (954) 449-7637
Tel (305) 433-1399
Fax (954) 727-0024

grace.wrobel@catamarans.com

 

The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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The Manta MK IV is completely manufactured in the USA and 
is fully US compliant. This particular catamaran is unique in 
that her one and only owner was the former owner of Manta 
Catamarans.... 

Location

Location: Fort Lauderdale, FL, United States

Marina Name: 

Hull and Deck Configuration

Hull Material: Fiberglass

Hull Configuration: Catamaran

Dinghy Details

Dinghy Builder: XMO

Dinghy Model: INFLATABLE

Outboard Manufacturer: 

Dinghy Year: 2006

Dinghy Length: 10

Outboard Year: 

Outboard Model: 

Outboard HP: 0

MANTA ONE 42ft2007 MANTA 

Basics

Manufacturer: MANTA

Model: MK IV

Year Built: 2006

Model Year: 2007

Type of Yacht: Sail

Price: $459,000 

Condition: Used

Status: Available for Sale 

Listing Date: 8/7/2009

Dimensions & Specifications

Manuf. Length: 42

Draft: 3'8

Beam: 21

Staterooms: 3

Heads: 2

Sail Area: 833

LWL: 39'10

Mast Height Clearance: 60

Berths: 3

Holding Tank: 40

Max # of Guests: 0

Refit Year: 

Approximate Capacities and Speeds (Knots)

Fuel Capacity: 120

Water Capacity: 100

Approx. Cruise Speed: 8

Approx. Max Speed: 8

Weight

Displacement: 16500

WORLDWIDE SEARCH TOOLS
Can’t find the catamaran, multihull or boat you want above?  
Click below to use our worldwide search tools. Search Sailing
Catamarans for Sale & Multihulls

Engines

  Manufacturer Model Engine Fuel Type H.P. Engine Type Year Approx. Hours

#1 Volvo D1-30 28 289 

#2 Volvo D1-30 28 289 

Generator

Manufacturer Model Size Hours 

Next Generation Power Diesel 6 250 

Boat Highlights

The Manta MK IV is completely manufactured in the USA and is 

fully US compliant. This particular catamaran is unique in that her 

one and only owner was the former owner of Manta Catamarans. 

Like new! She is as you can imagine, expertly cared for and fully 

loaded with EVERY OPTION imaginable from the factory. As far 

as catamarans for sale, this is the best value for cruisers or live 

aboard use on the market!

“Manta One” and is a custom built catamaran ready for global 

cruising in comfort and safety. This owner’s version 3 cabin/2 head 

comes fully loaded with Air-conditioning, generator, washer/dryer, 

6 solar panels, top-of-the-line Raymarine E-120 navigation, 

autopilot with remote, spinnaker, BBQ grill, tools, spare parts and 

more. 

If you want a boat that is take and go -- this is it! Video and 

surveyor overview available. Call me if you’re ready to go cruising! 

Layout & Accommodations

The Manta MkIV was designed for long-term cruising and living 

aboard, stressing comfort and functionality in each detail. Interior 

finish is a blend of cherry and teak wood veneer, vinyl headliners 

and fabric hull-liners. All horizontal surfaces, counter tops and sinks 

are finished in composite Swantstone™. The soles are a very 

durable no maintenance simulated teak and holly pressure laminate.

Salon: Acrylic tinted salon windows, L-shaped settee covered in 

sapphire green, large adjustable dining table with teak trim, and (2) 

matching ottomans with additional storage.

Galley: U-shaped galley-up and to port with extensive storage, 

large counter space in Swanstone finish, Top-loading, 10 cubic ft. 

Adler Barbour refrigerator/freezer with 6” foam insulation and 

divider and remote digital thermostat/thermometer, integral trash 

bin, large sink with hot/cold water mixer, freshwater foot pump, 

Force-10 (3) burner propane stove with oven and additional 

storage below, 12V galley exhaust blower and Remote solenoid 

shut-off valve for propane (20lb bottle in cockpit locker).

Owner’s stateroom: located on port hull with queen-size berth 

positioned fore-aft featuring 4" foam w/ 2" memory foam. 

Stateroom also has extra-large cedar-lined hanging locker, (2) 

overhead 12v lights, (4) reading lamps, matching sapphire green 

Sunbrella topped settee with storage, (4) large drawers, (1) 2-door 

cabinet with shelves, (1) deep storage locker and (1) open locker 

with custom shelf. 

Owner’s head features a large and comfortable separate stall 

shower, Swanstone sink, PAR “Quiet Flush” fresh water electric 

head, huge vanity cabinet behind full mirrored doors, stainless rods 

between bulkheads for multiple towels and solid handholds.

Guest Cabins: Stbd aft cabin features queen-size berth facing 

athwartship with custom 4" foam mattress with 2" memory foam, 

cedar-lined hanging locker, (2) overhead 12V lights, (4) reading 

lamps, sapphire green-topped settee with storage, (3) large 

drawers and (1) deep storage locker. Forward cabin features 

double-size berth with foam mattress, Splendide washer/dryer 

(external-vented) and two storage lockers.

Dual access guest head on stbd with separate shower, Swanstone 

sink, PAR “Quiet Flush” fresh water electric head, huge vanity 

cabinet, large mirror, and stainless rods between bulkheads for 

multiple towels and solid handholds.

Additional storage is also provided for cruisers via:

Large galley pantry in port hull

Custom companionway entrance step with inside storage

Full-size hanging/wet locker with storage shelf and floor drains in 

salon

Large full-height 4-shelf bookshelf in stbd companionway 

Deck & Equipment

The Manta MK IV offers excellent visibility from the helm and 

safety from the boom in cockpit or deck. 

All stanchions, handrails, cleats, opening ports and hatches, locker 

latches, hinges, chain plates, anchor roller and fuel and water fills 

are 316 stainless steel. Upper and lower lifelines are vinyl covered 

stainless steel. All running deck hardware and winches are by 

Harken.

Bridgedeck clearance is 24”. 

Molded non-skid on all deck surfaces 

Adjustable helmsman seat with foot rest

Bulkhead-mounted stainless steel steering wheel with wheel brake

Full swing seat mounted from the arch support

Fiberglass storage boxes in cockpit for additional deck gear

Watertight cockpit entry door with rollaway screen. Partial cockpit 

enclosure extending to front edge of helm station with extra curtain 

extending past helm seat and sun shades for all of the enclosure

Stainless steel (s/s) handrails

S/s corner bow rails with integral seat 

Double life lines with boarding gates midships and aft

(6) Bowmar s/s deck hatches

(9) s/s opening ports

(2) 50’ 30 amp shore power cords with 50 amp splitter, cable and 

TV connections

(6) Sieman Power Max 75 watt solar panels with regulator, Blue 

Sky Energy 50 controller and Blue Sky Energy solar boost remote 

display at nav station

Navigation running lights and anchor light

Combination steaming/foredeck light with s/s guard

12v LED courtesy lights

Stern dockside water connection; hot and cold deck shower; fresh 

water washdown at stern

(1) 50’ water hose and (2) 25' water hoses 

(4) Large foredeck lockers with locking latches; anchor chain 

locker 

Custom stainless steel anchor roller

Vinyl coated polyester mesh trampoline

(4) 2” PVC cockpit cushions and backrests (white with green 

piping)

2-burner stern-mounted propane BBQ grill, plumbed to boat’s 

propane system

10’ Dinghy (no OB) 

ANCHORS & DOCKING EQUIPMENT 

(1) Spare Spade 35 lb. aluminum self-stowing anchor with stainless 

steel swivel, 200’HT 5/16” chain rode and (2) 5/8” x 20’ shock 

absorption bridle lines with chain hooks 

(1) Fortress FX-23 aluminum anchor with 5/8” x 200’ 3-strand 

nylon rode with 10’ of 5/16” chain 

Maxwell VWC 1200 12v electric anchor windlass with reversing 

capstan, gypsy and deck switches 

12v saltwater anchor washdown, freshwater washdown connection 

in stbd locker

(3) 12” x 32” Freedom fenders 

(8) 3/4” 5/8” assorted-length dock lines  

(2) Boathooks

(3) Hurricane lines w/ chaffing gear

(2) mooring ball pendants w/3/4" anchor shackle

SAFETY EQUIPMENT 

Fiorentino sea anchor with bag, nylon rode (rigged and ready to be 

deployed) 

Airhorn 

Ship’s bell  

Bosun’s chair  

(3) fire extinguishers 

Flare kit 

Throwable flotation device 

Heaving line 

(2) Jacklines 

(4) manual inflatable PFDs with harness 

(4) safety tethers 

ACR GlobalFix 406 EPIRB with integral GPS 

Davis Deluxe Echomaster radar reflector 

Electronics & Navigation

Navigational area with chart storage and locker with adjustable shelves

Raymarine E120 Chartplotter/GPS (top of the line High-Performance Multifunction Display with a 12.1" Ultra Bright Sunlight 

Viewable Color Display)

Raymarine Auto Pilot ST6002 Smart Pilot 

Raymarine Depth, Speed Tri Data ST 60+ E120 Radar, 4KW 

ICOM M422 with Ram Mic at Helm 

Ritchie Navigator binnacle compass 

Whitlock pull/pull cable steering system

Emergency tiller

Clarion Stereo

Sirus Ready CD/Radio, and Flat Screen TV/DVD 

Electronics, Power, & Plumbing

Marine Air Systems 13,000 & 11,000 BTU reverse cycle air-

conditioning with remote digital thermostat/thermometer controls

Next Generation Power 5.5kw diesel generator with sound shield; 

approx 250 hours; custom add-ons include: (2) individual blower 

motors for air intake and exhaust, additional in-line boost fuel pump 

in generator compartment, and electrical toggle switch in generator 

compartment to activate fuel pump

(6) 6V Lifeline AGM house batteries (660 total amps) with 

isolation switches

(2) 12V Lifeline AGM engine starting batteries with on/off switches

80 amp MasterVolt MASS 12/80 battery charger with temperature 

sensing

(2) MasterVolt three-step alternator regulators with temperature 

sensing

Mastervolt battery monitor 

MasterVolt Mass SINE 12/2000 inverter

(2) high-output alternators 

Splendide 2100 washer/dryer combo with external vented dryer 

10 gallon Isotemp waterheater, 110V with heat exchanger system

(2) 20 gallon polyethylene holding tanks with y-valve, level gauge, 

macerator pump and deck fitting

All mechanical/electrical and plumbing systems are designed in 

accordance with ABYC standards utilizing the best materials and 

equipment available to the marine industry, with the ultimate goal of 

reducing maintenance to a minimum.

Underwater thru hulls are non-corrosive Forespar Marelon. The 

fresh water system utilizes color coded SeaTech quick-connect 

water hose and pressure is supplied with a Jabsco Sensormatic 

VSD water pump (4.5 GPM capacity). Raw water intake for the 

air conditioning, generator, and saltwater wash down is provided 

through a central water filtration system, or ease of maintenance. 

Keel sumps have an auto-electric bilge pump and manual bilge 

pump, the shower sump is separate from the bilge and has its own 

auto-electric pump with strainer. 

Diesel and water tanks are heavily constructed of 3/16" aluminum 

with baffles fore and aft and tank external surfaces are epoxy 

coated for elimination of corrosion and mounted in accordance with 

ABYC recommendations. Both tanks incorporate electrical level 

gauges as well as access for manually checking content level.

The boat is plumbed for watermaker but watermaker is not 

installed, easy accessible via fwd berth. 

Engine & Mechanical

Twin Volvo Penta D1-30 30HP diesel engines with saildrives, 

approx 289 hours

Three-blade folding propellers

Seawater strainers for engines

Speedseals for rapid impeller changes

Battery isolators with engine parallel switch

Engine room blowers

Puratec fuel purification system

Engine control panels in cockpit

Single lever shift/throttles

ProMariner ProSafe Zinc Saver

(3) Reverso™ electric oil-change pumps for engines

Engine rooms are easily accessed via the aft berths with hydraulic-

assisted bunk lift. Volvo saildrives have improved maintenance by 

allowing zinc removal without need to remove props (also makes 

changing zinc in water easy!). Transmission also comes with a 

pump-out tube, allowing oil to be changed/replaced without the 

need to haul out. 

Sails & Rigging

At helm you can handle virtually every sail control line: main halyard 

and jib halyard, main sheet and jib sheet, and two single line reefs 

lead to helm through deck organizer, to sheet stoppers and then to 

Harken 44 two-speed self-tailing electric winch. 

Full batten 10.3 oz. high modulus Dacron Doyle mainsail with two 

reefs and boom bag sail cover

Self-tacking, full batten 8.3 oz. high modulus Dacron Doyle jib with 

Camber Spar™

Jib cover, topping lift, lazy jacks and jib downhaul system

1.5 oz. nylon asymmetrical spinnaker in blue and gold with 

adjustable bridle system from cockpit

Lazy jacks mounted to spreaders and Boom basket

Strong™ sail track and slide system

Extra main halyard

Samson XLS Extra™ spinnaker halyard, (2) lead blocks, (2) 

snatchblocks, (2) Samson XLS™ spinnaker sheets, Harken 44 

two-speed self-tailing winch in cockpit, Harken 16 single speed 

winch at mast, custom spinnaker turtle, continuous line furling 

system 

20:1 Adjustable rigid boom vang and Dutchman™ boom brake

3:1 rig tensioners with chainplates

Winch handle

All running rigging color-coded; all running hardware by Harken

Awlgrip painted aluminum mast and boom

Stainless steel rigging with chafe protection

Extra line bag at helm

Flag halyards and cleats

I: 43’5” 

J: 14’11” 

P: 45’5” 

E: 16’3” 

Sail area, including roach: 833 sq. ft

Mast above deck water line: 59’9” 

Construction

The hull core is vacuum bagged during the construction process for 

strength and quality. The hull below the waterline, including deck 

hardware and chain plate areas, is solid laminate. Vinyester and 

isophathalic resins are utilized to eliminate moisture penetration of 

the laminate. 

The hull and deck are further reinforced with 360 degree 

unidirectional laminates in three locations to offer additional 

structural integrity. Bulkheads and subfloors are made with high-

tech Nida-Core, which is strong and extremely light, and then 

covered with veneers.

Manta uses stub keels integral to the hull, allowing a draft of just 

3’8” on the MK IV. Twin rudders are made with high-density foam 

with a fiberglass covering. The rudderstocks are 2-inch thick 

stainless steel and there are collision bulkheads with watertight 

compartments in the ends of each hull. Overall the quality of 

construction is impressive! 

Additional options and Equipment

Below is a list of the options added to this boat: 

Offshore Anchor Pac Passagemaker 

Comfort Pac Passagemaker 

Nav/Comfort Pac 

Coastal Safty Pac 

Cockpit Comfort/Dinghy Davit Pac 

Spinnaker Pac 

Engine Pac 

Dinghy Davit Pac 

Epox Primer 

Bottom Paint 

Stainless Steel Chain 

Ottoman/Hassocks Book Shelvs in forward berth 

Main Bath Hull liner, Cream color 

Epirb Globel Fix MOM (Man Overboard Module) 

3:1 Rig Tensisioners

Extra Insulated Boxes and Propane Grill (in lieu of two storages 

Boxes) 

Nav package to link TV and E series Electronics Remote for Auto 

pilot 

Helm switch for Windless 

A100 space for Fortress Anchor 

Upgraded Matterass 

Added box w/opening hatch under BBQ Grill 

Holding Tank Monitors

Larger cabinet behind TV 

Added shelf in TV cabinet for CD changer

Inlay Rose on table 

Sunbrella window covers for entire cockpit enclosure 

Next Generation 5.5kw diesel generator 

The total cost to build this Manta was in excess of $638,000. 

Following is a list of improvements on “Manta One”:  

The helm station area has been expanded to allow for larger 

electronics such as the E-120 Raymarine plotter. 

New, upgraded helm seat with offset post added as standard

The galley counter has changed in shape and style to allow for 

access to trash from top of counter

A seat has been added to the owner’s shower area 

The starboard shower area has a new curtain rod instead of track 

to allow for more room, and the forward door is a laminate to 

eliminate the wraparound curtain

Isolation transformers are standard instead of the surge protector 

(to add safety as well as electrolysis protection)

A dual-anchor system with horizontal windless is standard with the 

second anchor dropping through the fore/aft beam

New elliptical rudders have been designed for less drag and 

improved control

A new forward step integrated into the hull for ease of getting on 

and off the bow at docking is added 

A basic vertical windlass as standard

New style of refrigerator rams added, redesigned for easier access 

to the refrigerator

The “Eisen” step (a cabin-entry step) is standard in two heights 

TV door for flat screen TVs

Both main cabins have co-ax cable wired as standard

Helm has an intermittent “parallel switch” to tie in the house 

batteries

Increased height of the rails by 2” to 30” for added stability  

Hardtop slightly redesigned for stronger and additional grab rails

Additional bookshelves on the port side 

Disclaimer

The Company offers the details of this vessel in good faith but cannot guarantee or warrant the accuracy of this information nor warrant 
the condition of the vessel. A buyer should instruct his agents, or his surveyors to investigate such details as the buyer desired validated. 
This vessel is offered subject to prior sale, price change, or withdrawl without notice.
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